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Campilo waschbarer Mundschutz

Option 1:
Polyester Reinraum Gewebe mit 
Teflon Ausrüstung

Artikel Nr.: 50018 Standard

Option 2:
Inneneinlage mit Mikrofaser Gewebe. 
Außengewebe Polyester Reinraum 
Gewebe mit Teflon Ausrüstung.

Artikel Nr: 50018 Premium

Item no.     Campilo Style 50018 mit Teflon Ausrüstung und 
      Nasenbügel aus Metall

Filtrationsleistung > 0.3um
> 0.5um

98.2%
99.3%

IEST-RP-CC003.2 modified
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Campilo waschbarer Mundschutz

Item no.     Campilo Style 50118 mit Teflon Ausrüstung und 
      Nasenbügel aus Metall

Polyester Reinraumgewebe mit Teflon Ausrüstung

Artikel Nr.: 50118 Standard



Technische Eigenschaften

Item no.     Campilo Style 50018 + 50118 with Teflon,

Specifications
Test Warp Weft Unit Test Method

 Yarn count PFY 75D(SD) PTY 75D(SD)

Conductive yarn KANEBO (BELTRON) 

 Density 168 X 96 Threads/Inch

 Weave TAFFETA (5MM STRIPE)

 Dimension 58" / 60" Inch 

 Weight 95 gr/m2

Physical Properties

 mean pore size 2.7 ㎛ ASTM F 316

surface resistivity 2.5 x 10E7 Ω / SQ AATCC 76:2000

 Air Permeability 0.14  cm3/cm2/Sec ASTM D737:2004

Water Vapour
Permeability 1416 gr/m2/24hrs ASTM E 96:2005

 Tensile Strength 839.4 479.5 N ASTM D 5034:2001

 Tearing Strength 17.8 14.7 N ASTM D 2261:1996

Water resistance 0.1 g
AATCC 35-2006 

RAIN TEST
60cm 2min ( 2ft 2min)

Suter Hydrostatic 713 ㎜H2O AATCC 127:2008

 note) water pressure : 600 ㎜H2O /min

 Filtration efficiency > 0.3um 
> 0.5um

98.2%
99.3% IEST-RP-CC003.2 modified
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Technische Eigenschaften

Item no.  Mikrofaser Gewebe für Inneinlage 
(option für Campilo Style50018) Date:  Mar.12, 2010

Specifications

Test Warp Weft Unit Test Method

Composition

 Yarn count PHY 75D PMY 150D Denier

Conductive yarn

 Density Threads/Inch

 Weave

 Dimension Inch

 Weight gr/m2

Physical Properties

 Tensile Strength 337 584.5 N  ASTM D 5034 Method

 Tearing Strength 27.1 33.9 N  ASTM D 2261 Method

Abrasion Resistance cycles ASTM D 3886 Method

 Air Permeability  cm3/cm2/sec ASTM D 737 Method

Water Vapour

Permeability
gr/m2/24h ASTM E 96:2005

Water Absorption s AATCC 79:2007

Surface resistivity Ω / SQ ASTM D 257

 Electrostatic Propensity volt JIS L 1094:1997

 Color fastness to washing

         color change

         color standing
        Acetate

        Cotton

        Nylon

        Polyester

        Acrylic

        Wool

 4.5

 4.5

 4.5

 4.0

 4.0

 4.5

 4.0

grade AATCC 61-2003

         Polyester 99% ,  Conductive carbon yarn 1%

24

Kanebo Beltron

105 X 84

Taffeta (5mm Stripe)

23.1

9787

58" / 60"

95

1960

5.0 x 10E8

0
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